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Dynamic study
DRS 160W
Test point – 123E 24N
Inclination 51.6 deg
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Ant. Efficiency 0.6

42.5

-15

2.21

6.32

Max. SPM (incl. AFT losses), dBW/Hz -70.4

1.27

dBW/m2 dBW/m2

in 1MHz in 1MHz

0 27.50 2346.64 -121.3 -124.0 138.40 -2.7  69.80 3.00

1 27.50 2237.97 -120.9 -124.0 137.99 -3.1  69.78 3.02

2 27.50 2134.59 -120.5 -124.0 137.58 -3.5  69.71 3.09

3 27.50 2036.47 -120.1 -124.0 137.17 -3.9  69.59 3.21

4 27.50 1943.54 -119.6 -124.0 136.76 -4.4  69.42 3.38

5 27.50 1855.70 -119.2 -124.0 136.36 -4.8  69.22 3.58

6 27.50 1772.82 -118.8 -123.5 135.97 -4.7  68.96 3.84

7 27.21 1694.74 -118.7 -123.0 135.57 -4.3  68.67 4.13

8 26.36 1621.27 -119.2 -122.5 135.19 -3.3  68.34 4.46

9 25.49 1552.20 -119.7 -122.0 134.81 -2.3  67.96 4.84

10 24.61 1487.34 -120.2 -121.5 134.44 -1.3  67.55 5.25

11 23.73 1426.46 -120.7 -121.0 134.08 -0.3  67.11 5.69

12 22.86 1369.34 -121.2 -120.5 133.72 0.7 66.63 6.17

13 22.00 1315.75 -121.8 -120.0 133.38 1.8 66.13 6.67

14 21.16 1265.49 -122.3 -119.5 133.04 2.8 65.59 7.21

15 20.35 1218.35 -122.7 -119.0 132.71 3.7 65.03 7.77

19 17.33 1056.97 -124.5 -117.0 131.47 7.5 62.54 10.26

25 13.56 878.37 -126.7 -114.0 129.87 12.7 58.27 14.53

30 10.97 770.35 -128.1 -114.0 128.73 14.1 54.37 18.43

35 8.78 687.95 -129.3 -114.0 127.74 15.3 50.24 22.56

40 6.89 624.10 -130.4 -114.0 126.90 16.4 45.97 26.83

45 5.25 573.99 -131.3 -114.0 126.17 17.3 41.58 31.22

50 3.79 534.32 -132.1 -114.0 125.55 18.1 37.10 35.70

55 2.50 502.81 -132.9 -114.0 125.02 18.9 32.57 40.23

60 1.32 477.81 -133.6 -114.0 124.58 19.6 27.99 44.81

65 0.26 458.17 -134.3 -114.0 124.21 20.3 23.37 49.43

70 -0.72 443.03 -135.0 -114.0 123.92 21.0 18.72 54.08

75 -1.61 431.79 -135.7 -114.0 123.70 21.7 14.06 58.74

80 -2.45 424.04 -136.4 -114.0 123.54 22.4 9.38 63.42

85 -3.22 419.49 -137.0 -114.0 123.45 23.0 4.69 68.11

90 -3.93 418.00 -137.7 -114.0 123.42 23.7 0.09 72.71
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Ant. Efficiency 0.6

42.5

-15

2.21
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Max. SPM (incl. AFT losses), dBW/Hz -70.4

1.27

dBW/m2 dBW/m2

in 1MHz in 1MHz

0 23.16 2346.64 -125.6 -124.0 138.40 1.6 69.80 6.00

1 23.11 2237.97 -125.3 -124.0 137.99 1.3 69.78 6.02

2 22.99 2134.59 -125.0 -124.0 137.58 1.0 69.71 6.09

3 22.78 2036.47 -124.8 -124.0 137.17 0.8 69.59 6.21

4 22.50 1943.54 -124.6 -124.0 136.76 0.6 69.42 6.38

5 22.15 1855.70 -124.6 -124.0 136.36 0.6 69.22 6.58

6 21.74 1772.82 -124.6 -123.5 135.97 1.1 68.96 6.84

7 21.28 1694.74 -124.7 -123.0 135.57 1.7 68.67 7.13

8 20.78 1621.27 -124.8 -122.5 135.19 2.3 68.34 7.46

9 20.26 1552.20 -124.9 -122.0 134.81 2.9 67.96 7.84

10 19.70 1487.34 -125.1 -121.5 134.44 3.6 67.55 8.25

11 19.13 1426.46 -125.3 -121.0 134.08 4.3 67.11 8.69

12 18.55 1369.34 -125.5 -120.5 133.72 5.0 66.63 9.17

13 17.97 1315.75 -125.8 -120.0 133.38 5.8 66.13 9.67

14 17.38 1265.49 -126.0 -119.5 133.04 6.5 65.59 10.21

15 16.80 1218.35 -126.3 -119.0 132.71 7.3 65.03 10.77

19 14.55 1056.97 -127.3 -117.0 131.47 10.3 62.54 13.26

25 11.52 878.37 -128.7 -114.0 129.87 14.7 58.27 17.53

30 9.33 770.35 -129.8 -114.0 128.73 15.8 54.37 21.43

35 7.42 687.95 -130.7 -114.0 127.74 16.7 50.24 25.56

40 5.74 624.10 -131.5 -114.0 126.90 17.5 45.97 29.83

45 4.25 573.99 -132.3 -114.0 126.17 18.3 41.58 34.22

50 2.92 534.32 -133.0 -114.0 125.55 19.0 37.10 38.70

55 1.71 502.81 -133.7 -114.0 125.02 19.7 32.57 43.23

60 0.62 477.81 -134.3 -114.0 124.58 20.3 27.99 47.81

65 -0.38 458.17 -135.0 -114.0 124.21 21.0 23.37 52.43

70 -1.30 443.03 -135.6 -114.0 123.92 21.6 18.72 57.08

75 -2.16 431.79 -136.2 -114.0 123.70 22.2 14.06 61.74

80 -2.95 424.04 -136.9 -114.0 123.54 22.9 9.38 66.42

85 -3.69 419.49 -137.5 -114.0 123.45 23.5 4.69 71.11

90 -4.37 418.00 -138.2 -114.0 123.42 24.2 0.09 75.71
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Ant. Efficiency 0.6

42.5

-15

2.21

6.32

Max. SPM (incl. AFT losses), dBW/Hz -70.4

1.27

dBW/m2 dBW/m2

in 1MHz in 1MHz

0 23.16 2346.64 -125.6 -145.6 138.40 -20.0  69.80 6.00

1 23.11 2237.97 -125.3 -145.6 137.99 -20.3  69.78 6.02

2 22.99 2134.59 -125.0 -145.6 137.58 -20.6  69.71 6.09

3 22.78 2036.47 -124.8 -145.6 137.17 -20.8  69.59 6.21

4 22.50 1943.54 -124.6 -145.6 136.76 -21.0  69.42 6.38

5 22.15 1855.70 -124.6 -145.6 136.36 -21.0  69.22 6.58

6 21.74 1772.82 -124.6 -145.6 135.97 -21.0  68.96 6.84

7 21.28 1694.74 -124.7 -145.6 135.57 -20.9  68.67 7.13

8 20.78 1621.27 -124.8 -145.6 135.19 -20.8  68.34 7.46

9 20.26 1552.20 -124.9 -145.6 134.81 -20.7  67.96 7.84

10 19.70 1487.34 -125.1 -145.6 134.44 -20.5  67.55 8.25

11 19.13 1426.46 -125.3 -145.6 134.08 -20.3  67.11 8.69

12 18.55 1369.34 -125.5 -145.6 133.72 -20.1  66.63 9.17

13 17.97 1315.75 -125.8 -145.6 133.38 -19.8  66.13 9.67

14 17.38 1265.49 -126.0 -145.6 133.04 -19.6  65.59 10.21

15 16.80 1218.35 -126.3 -145.6 132.71 -19.3  65.03 10.77

19 14.55 1056.97 -127.3 -145.6 131.47 -18.3  62.54 13.26

25 11.52 878.37 -128.7 -145.6 129.87 -16.9  58.27 17.53

30 9.33 770.35 -129.8 -145.6 128.73 -15.8  54.37 21.43

35 7.42 687.95 -130.7 -145.6 127.74 -14.9  50.24 25.56

40 5.74 624.10 -131.5 -145.6 126.90 -14.1  45.97 29.83

45 4.25 573.99 -132.3 -145.6 126.17 -13.3  41.58 34.22

50 2.92 534.32 -133.0 -145.6 125.55 -12.6  37.10 38.70

55 1.71 502.81 -133.7 -145.6 125.02 -11.9  32.57 43.23

60 0.62 477.81 -134.3 -145.6 124.58 -11.3  27.99 47.81

65 -0.38 458.17 -135.0 -145.6 124.21 -10.6  23.37 52.43

70 -1.30 443.03 -135.6 -145.6 123.92 -10.0  18.72 57.08

75 -2.16 431.79 -136.2 -145.6 123.70 -9.4  14.06 61.74

80 -2.95 424.04 -136.9 -145.6 123.54 -8.7  9.38 66.42

85 -3.69 419.49 -137.5 -145.6 123.45 -8.1  4.69 71.11

90 -4.37 418.00 -138.2 -145.6 123.42 -7.4  0.09 75.71
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