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1. Agenda Item 1.4
to consider, in accordance with Resolution 247 (WRC-19), the use of high-altitude platform stations as IMT base stations (HIBS) in the mobile service in certain frequency bands below 2.7 GHz already identified for IMT, on a global or regional level;

2. Topics proposed by other regional Groups or ITU Members which are not included in ACP and APT View
Issue A (694 – 960 MHz) 
While APT has no common proposal, other Regional Groups and ITU Members proposed Method A1 (RCC, CHN, CUB(for R2), IRN), Method A2 (CITEL) and Method A3 (ASMG, ATU, CEPT, AFS, Multi-countries in APT).
APT should consider its potential APT position on Issue A considering APT View:
APT Members are of the view that the protection of existing services in this frequency band and the adjacent bands shall be ensured, taking into account that HIBS may be used in this frequency band in some countries in the APT and other Regions through a footnote in the Table of Frequency Allocations. 

3. Progress of discussion during WRC-23 on the Agenda Item
Issue D (2 500 – 2 690 MHz)
SWG 4A3 continues to discuss regulatory conditions for the protection of existing services. The current situation is as follows:
· General
Terminology for applying pfd limitation, including HIBS definition itself, is still under discussion
· Protection of MS including IMT
There are 2 options, one from CITEL and the other one from RCC proposed pfd limit are currently listed but have not discussed yet in detail.  
· Protection of FS
PFD values are still TBD and have not discussed yet in detail.
· Protection of BSS
In addition to pfd limitation, the text, “In addition, in Region 3, in the frequency band 2 520-2 630 MHz, the use of HIBS shall not cause unacceptable interference or claim protection from the broadcasting-satellite service operating in Region 3.” was agreed. Note that the commitment to implement this condition is specified in resolves 3, so that it applies to all services, not to specific services.
· Protection of ARNS, RLS, RAS, MSS/RDSS (s/E) and MSS (E/s)
Generally agreed to the same conditions as ACP  
For the footnote, there were still diverse views in APT Members how to address the text “5.43A does not apply”. Note that all other regions are concerned to delete this text as it means HIBS is a secondary basis. And CITEL is still considering the condition of HIBS shall not claim protection as their propose is Method D2 base. Currently, there are square brackets for the entire text of “[HIBS shall not claim protection from existing primary services. No. 5.43A does not apply.]” .

HIBS operating the altitude between 18 – 20 km (resolves further) are still under discussion.

Issues B and C (1 710 1 980 MHz, 2 010-2 025 MHz and 2 110-2 170 MHz)
For general issues (e.g., terminology and HIBS operations at 18-20 km altitude), it was agreed in principle that the consensus will be applied to the all frequency bands, consistent with Issue D.
· Protection of MS including IMT
There were no discussion since the previous APT Coordinator’s report, but the condition may apply in the same manner with Issue D.  
· Protection of FS
There were no discussion since the previous APT Coordinator’s report, but the condition may apply in the same manner with Issue D. 
· Protection of AMS
Proposals from RCC and USA are currently listed together with square brackets, for continued discussion.
· Protection of MSS
Generally agreed to the same conditions as ACP  

4. Issues which require discussion at APT Coordination Meetings and seek guidance thereafter
APT is asked to update its views on the following issues:
4.1 pfd limit for the protection of IMT base stations
As a result of the discussions, the same pfd limit as in the ACP is currently agreed upon for the protection of IMT mobile stations. However, for the protection of IMT base stations, the values proposed by CITEL that are stricter than those of ACP are currently indicated as shown below.
APT view is asked on the adoption of this pfd limit.
[bookmark: _Hlk152271943]	−144.55	dB(W/(m2 · MHz))	for	0	  < 11
	−144.55 + 0.45 ( − 11)	dB(W/(m2 · MHz))	for	11	  < 80
	−113.55	dB(W/(m2 · MHz))	for	80	   90

4.2 conditions for the protection of RAS in 2690-2700 MHz
Through the offline discussion, some administrations in CEPT asked APT to consider the following provisions instead of the current pfd limitation. Because they are concerned that HIBS from multiple countries will increase sky blockage on the radio astronomy telescope. Note that this depends on the geographic environment, such as Europe.

1Y     [HIBS] Base stations operating on high altitude platforms in the frequency band 2 500-2 690 MHz shall not cause harmful interference to the radio astronomy service in the frequency band 2 690-2 700 MHz. Relevant information and thresholds are provided in the most recent versions of Recommendations ITU-R RA.769 and RA.1513.
1Z     to update existing or develop new ITU Recommendations as appropriate, to provide information and assistance to the administrations on possible coordination and protection measures for the radio astronomy service in the frequency band 2 500-2 690 MHz from HIBS deployment.


Note: Coordinators are encouraged to conduct informal consultation with interested APT Members on the issues/topics under no. 2 and inform the outcomes of consultation to the Coordination Meeting. Coordinators can also organize coordination meetings on the respective agenda items whenever necessary.     
